WINE  High Voltage Fast-switching NPN Power Transistor

Galaxy
Microelectronics |\/| M B T1550
Features couzoron
3

®  Excellent hee linearity up to 50mA H F E&@

® Complementary PNP type available (MMBT2550) .

®  RoHS compliant with Halogen-free

3
Mechanical Data
1

® Case: SOT-23 2

®  Molding compound: UL flammability classification rating 94V-0

®  Terminals: Tin-plated; solderability per MIL-STD-202, Method 208 SOT-23
Ordering Information

Part Number Package Shipping Quantity Marking Code
MMBT1550 SOT-23 3000 pcs / Tape & Reel 1550
Maximum Ratin JS (@ Ta=25°C unless otherwise specified)
Parameter Symbol Value Unit

Collector-Base Voltage Vceo 500 Y,

Collector-Emitter Breakdown Voltage Vceo 500 \%

Emitter-Base Breakdown Voltage Veso 7 \Y

Collector Current (Continuous) Ic 0.5 A

Collector Current (Peak) Icm 1 A
Thermal Characteristics

Parameter Symbol Value Unit

Power Dissipation ™ Po 0.83 w

Thermal Resistance Junction-to-Air ™ Reua 150 °C/IW

Thermal Resistance Junction-to-Case ™ Resc 60 °C/IW

Thermal Resistance Junction-to-Lead " ReuL 55 °C/IW

Junction Temperature Range Ts -55 ~ +150 °C

Storage Temperature Range Tstc -55 ~ +150 °C

Note 1: The data tested by surface mounted on a 1 inch? FR-4 board with 20Z copper
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®
WARE  High Voltage Fast-switching NPN Power Transistor

Galaxy

Microelectronics M M B T1550
Electrical Characteristics (@ Ta = 25°C unless otherwise specified)

Parameter Symbol Test Condition Min. | Typ. | Max. | Unit
Collector-Base Breakdown Voltage V@riceo | lc=100pA, le=0 500 - - \
Collector-Emitter Breakdown Voltage V@erceo | lce=1mA,Is=0 500 - - \
Emitter-Base Breakdown Voltage V@eriEeso | le= 100pA, Ic=0 7 - - \
Collector Cut-off Current lceo Ve =500V, [e=0 - - 10 MA
Collector-Emitter cut-off current Iceo Vce=500V, Ie=0 - - 10 MA
Emitter Cut-off Current leso Vee=7V,Ic=0 - - 0.2 MA

Vce= 10V, Ic=1mA 100 - - -
DC Current Gain hre Vce= 10V, Ic=50mA 100 - 300 -

Vce = 10V, Ic = 100mA 10 - - -

Ilc=20mA, Is=2mA - - 0.2 \%
Collector-emitter Saturation Voltage VcE(sat)

Ic=50mA, Is=5mA - - 0.3 \%
Base-emitter Saturation Voltage VBE(sat) Ic=50mA, Is=5mA - - 0.9 \
Base — Emitter Forward Voltage VBE(on) Vce= 10V, Ic=50mA - - 0.9 \%
Collector-base Output Capacitance Ccbo Ves= 10V, f = 1MHz - 4 - pF
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®
WARE  High Voltage Fast-switching NPN Power Transistor

Galaxy
Microelectronics

MMBT1550

Ratings and Characteristics CUrves (@ Ta= 25°C unless otherwise specified)
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%GESIE_H%‘&EE High Voltage Fast-switching NPN Power Transistor
alaxy

Microelectronics M M B T1550
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®
TGEFIEJ%VEE High Voltage Fast-switching NPN Power Transistor
Migr?e)gétronics MMBT1550

Package Outline Dimensions (unit: mm)

A

H SOT-23
T 2 Dimension Min. Max.
K B A 2.70 3.10
— l B 1.10 1.50
L ﬁ C 0.90 1.10
D J D 030 | 050
G E 0.35 0.48
i— G 1.80 2.00
7/ m — m \ H H 0.02 0.10
ﬂ / - J 0.05 0.15
K 2.20 2.60

Package Outline Dimensions (unit: mm)

SOT-23
0.95 095
77877
} |
2.00
o.go/ . ‘
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