®
WIRER Small Signal Schottky Barrier Diode

Galaxy

Microelectronics TBAT46WH TBAT46WSH
Features
2 2
e For general purpose applications H F
e This diodes features very low turn-on voltage and fast swicinng
1
¢ RoHS compliant with Halogen-free 1
e Qualified to AEC-Q101 Standards
SOD-123 SOD-323

Mechanical Data

e Case: SOD-123, SOD-323 Cathode Anode

e Molding compound: UL flammability classification rating 94V-0 1 0—4—02

e Terminals: Tin-plated; solderability per MIL-STD-202, Method 208
Ordering Information

Part Number Package Shipping Quantity Marking Code
TBAT46WH SOD-123 3000 pcs / Tape & Reel L6H
TBAT46WSH SOD-323 3000 pcs / Tape & Reel L6H
Maximum Ratin JS (@ Ta=25°C unless otherwise specified)
Parameter Symbol Value Unit

Peak Repetitive Reverse Voltage VRRM 100 Y,

RMS Reverse Voltage VRums 70 Y,

DC Blocking Voltage Vbc 100 Y,

Maximum Average Forward Output Current IFAv) 0.25 A

Peak Forward Surge Current (8.3ms single half sine-wave) IFsm 5 A
Thermal Characteristics

Parameter Symbol | TBAT46WH | TBAT46WSH | Unit

Power Dissipation Po 270 250 mw

Thermal Resistance Junction-to-Air ReJa 450 500 °C/IW

Operating junction Temperature Ty -55 ~ +150 °C

Storage Temperature Range Tste -55 ~ +150 °C
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EE}FH%‘&EE Small Signal Schottky Barrier Diode
alax
Microele%tronics TBAT46WH TBAT46WSH

Electrical Characteristics (@ Ta = 25°C unless otherwise specified)

Parameter Symbol Test Condition Min. Typ. Max. | Unit
Reverse Breakdown Voltage V@ERrR Ir= 100pA 100 - - \%
IF=0.1mA - - 0.25 \%
Forward Voltage Ve Ir=10mA - - 0.45 \Y
IF= 250mA - - 1.00 \%
Vr= 1.5V - - 0.5 pA
Vr= 1.5V, Ty= 60°C - - 5 pA
VR =10V - - 0.5 pA
Vr= 10V, Ts=60°C - - 7.5 A
Maximum Peak Reverse Current Ir
VR = 50V - - 1 pA
Vr =50V, Ts=60°C - - 15 MA
Vr= 75V - - 2 pA
Vr= 75V, Ts= 60°C - - 20 pA
Vr=0V, f= 1MHz - 17 - pF
Capacitance Between Terminals Cy
Vr=1V, f= 1MHz - 9 - pF

SSMO0240A: November 2025 [2.1] www.gmesemi.com 2



http://www.gmesemi.com/

IR Small Signal Schottky Barrier Diode
Galaxy .

Microelectronics TBAT46WH TBAT46WSH

Ratings and Characteristic Curves (@ Ta= 25 unless otherwise specified)
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Package Outline Dimensions (unit: mm)

. SOD-123
© Dimension Min. Max.
j A 1.45 1.75
| 1] A B 2.55 2.85
. | C 1.00 | 1.30
H D 0.50 0.60
£ E 0.25 0.45
JH H 0.02 | 0.10
J 0.05 0.15
K 3.55 3.85
. c SOD-323
Dimension Min. Max.
A 1.60 1.80
) 1 1 Lge B 120 | 1.40
- C 0.80 0.90
D 0.25 0.35
H E E 0.22 0.42
3 H 0.02 0.10
J 0.05 0.15
K 2.55 2.75
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Galaxy

®
TIREL Small Signal Schottky Barrier Diode
Microelectronics TBAT46WH TBAT46WSH

Mounting Pad Layout (unit: mm)
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