WRITHREB Schottky Barrier Diode
Galax

Vicroeietronics TBATS4T TBATS54AT TBATS4CT TBAT54ST

Features HF o cATHODE
3 O—|H 1 E::Z‘
3
. Fast switching CATHODE ANGPE cm:oug

) Low forward voltage drop

) Ultra-small surface mount package
e  Halogen free TBAT54T TBATS54AT
) Qualified to AEC-Q101 standards for high reliability

. i 1 2 ANODE CATHODE
Applications wose ] b Tt
CATS{ODE CATHODE/ANODE

) For general purpose switching applications
TBATS54CT TBAT54ST
Mechanical Data

o Case: SOT-523
o Molding compound: UL flammability classification

rating 94V-0 SOT523
o Terminals: Tin-plated; solderability per
MIL-STD-202, Method 208
Ordering Information
Part Number Package Shipping Quantity Marking Code
TBAT54T SOT-523 3000 pcs / Tape & Reel L1
TBATS54AT SOT-523 3000 pcs / Tape & Reel L2
TBAT54CT SOT-523 3000 pcs / Tape & Reel L3
TBAT54ST SOT-523 3000 pcs / Tape & Reel L4
Maximum Ratin JS (@ Ta=25°C unless otherwise specified)
Parameter Symbol Value Unit
Peak Repetitive Reverse Voltage VRRM 30 \Y,
Working Peak Reverse Voltage VRwM 30 \Y,
DC Reverse Voltage Vr 30 \Y,
Continuous Forward Current Ir 200 mA
Repetitive Peak Forward Current IFRM 300 mA
Peak Forward Surge Current (tp = 1s) IFsm 600 mA
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WRITHREB Schottky Barrier Diode
Galax

Vicroeietronics TBATS4T TBATS54AT TBATS4CT TBAT54ST

Thermal Characteristics

Parameter Symbol Value Unit
Power Dissipation Po 150 mw
Thermal Resistance Junction-to-Air " Reua 160 °C/W
Thermal Resistance Junction-to-Case ™ Resc 90 °C/W
Thermal Resistance Junction-to-Lead ™ ReuL 80 °C/W
Operating Junction Temperature Range Ty -55 ~ +125 °C
Storage Temperature Range Tstc -55 ~ +150 °C

Electrical Characteristics (@ Ta= 25 unless otherwise specified)

Parameter Symbol Test Condition Min. Typ. Max. | Unit

Reverse Breakdown Voltage V(BRrR)R Ir= 100pA 30 - - \%
IF=0.1mA - - 0.24 \%
IF=1mA - - 0.32 \%

Forward Voltage " VE Ir=10mA - - 0.40 \Y
Ir=30mA - - 0.50 \%
Ir=100mA - - 0.60 \%

Maximum Peak Reverse Current Ir Vr= 25V - - 2 pA

Capacitance Between Terminals C Vr=1V, f= 1MHz - - 10 pF

Reverse Recovery Time trr 7= lr = 10mA - - 5 ns
Ir=0.1XIr, RL=100Q

Notes:

1. The data tested by surface mounted on a 1 inch? FR-4 board with 20Z copper
2. Pulse test, tp < 300us

3. Pulse test, tp < 5ms
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WRITHREB Schottky Barrier Diode

Galaxy

Microelectronics TBATS4T TBATS54AT TBATS4CT TBAT54ST

Ratings and Characteristic CUrves (@ Ta=25°C unless otherwise specified)
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Fig 3 Capacitance Characteristics Fig 4 Power Derating Curve
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%GE'JIEJ%I@ Schottky Barrier Diode
X
Vicroaitrorics TBAT54T TBAT54AT TBAT54CT TBAT54ST

Package Outline Dimensions (unit: mm)

A SOT-523
F C Dimension Min. Max.

] A 1.50 1.70

| é B 0.75 0.85
C 0.60 0.80

B é—TL D 015 | 0.30
. D 4 ; E 0.30 0.40
F 0.25 0.40

G G 090 | 1.10

— H H 0.02 0.10

- J 0.08 0.18

K 1.45 1.75

Mounting Pad Layout (unit: mm)

SOT-523
. 0.356
n
[
o™
o N~
o L
< S
|
ol
o
Ty
o
et 1.000 7

SSMO0114A: January 2024 [2.1] Www.gmesemi.com 4



http://www.gmesemi.com/

