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TMMBT2222AM

Features

Epitaxial die construction

Ultra-small surface mount package
Halogen free

Mechanical Data
[ ) Case: SOT-723

Complementary PNP type available (TMMBT2907AM)

Qualified to AEC-Q101 standards for high reliability

®  Molding compound: UL flammability classification rating 94V-0
®  Terminals: Tin-plated; solderability per MIL-STD-202, Method 208
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Ordering Information

Part Number Package

Shipping Quantity

Marking Code

TMMBT2222AM SOT-723

10000 pcs / Tape & Reel

1P

Maximum Ratin JS (@ Ta=25°C unless otherwise specified)

Parameter Symbol Value Unit
Collector-Base Voltage Vceo 75 \%
Collector-Emitter Voltage Vceo 40 \%
Emitter-Base Voltage VEeBo 6 \%
Collector Current (Continuous) Ic 600 mA
Collector Current - Peak pulse width < 40us, 8 = 0.35 lcm 1.5 A
Continuous Base Current Is 0.15
Peak Base Current Iem 0.2

Thermal Characteristics

Parameter Symbol Value Unit
Power Dissipation Pp 0.15 w
Thermal Resistance Junction-to-Air Reua 833 °C/IW
Thermal Resistance Junction-to-Air 2 Reua 190 °C/W
Thermal Resistance Junction-to-Case " Reuc 110 °C/W
Thermal Resistance Junction-to-Lead " ReuL 100 °C/W
Ambient Temperature Ta -55 ~ +150 °C
Operating Junction Temperature Ty -55 ~ +150 °C
Storage Temperature Range Tste -55 ~ +150 °C
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Electrical Characteristics (@ Ta = 25°C unless otherwise specified)

Parameter Symbol Test Condition Min. | Typ. | Max. | Unit
Collector-Base Breakdown Voltage Vericeo | Ic=10pA, le=0 75 - - \
Collector-Emitter Breakdown Voltage V@ericeo | lc=10mA, Ie=0 40 - - \
Emitter-Base Breakdown Voltage V@ereso | le=10pA, Ic=0 6 - - \
Collector Cut-off Current IcBo Veeg=60V, l[e=0 - - 10 nA
Collector Cut-off Current lcex Vce= 60V, Vee= 3V - - 10 nA
Emitter Cut-off Current leso Vee=3V,Ic=0 - - 10 nA

Vce= 10V, Ic=0.1mA 35 - - -
Vce= 10V, Ic=1mA 50 - - -
DC Current Gain hre Vce= 10V, Ic= 10mA 75 - - -
Vce =10V, lc = 150mA 100 - 300 -
Vce =10V, Ic = 500mA 40 - - _
Ic = 500mA, Iz =50mA - - 1 Y,
Collector-Emitter Saturation Voltage VCE(sat)
Ic=150mA, I = 15mA - - 0.3 \%
Ic = 500mA, Iz =50mA - - 2 Y,
Base-Emitter Saturation Voltage VBE(sat)
Ic=150mA, Iz = 15mA - 0.6 1.2 \%
Base-Emitter Voltage VBE(on) Ic=200mA, Vce= 10V - - 1 \Y
-, Vce= 20V, lc= 20mA
Transition Frequency fr 300 - - MHz
f = 100MHz
) Vee= 10V, le=0
Output Capacitance Coso - - 8 pF
f=1MHz
. . Vce= 10V, Ic = 100pA
Noise Figure NF - - 4.0 dB
Rs=1.0KQ, f = 1.0kHz
Delay Time td Vce = 30V, Ic = 150mA - - 10 ns
Rise Time tr Vee(©orF) = -0.5V, Is1 = 15mA - - 25 ns
Storang Time ts Vee = 30V, Ic= 150mA - - 225 ns
Fall Time t; le1 = -ls2 = 15mA - - 60 ns
Notes:

1. FR-5=1.0%0.75*0.062in
2. The data tested by surface mounted on a 1 inch? FR-4 board with 20Z copper
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Ratings and Characteristics CUrves (@ Ta= 25°C unless otherwise specified)

1000 500
Vee = 10V Ie/lg= 10
Ta=125°C 400
Tp=25°C S 300
w G
< 100 e
— 550 P
Ta=-55°C & 200
>
100
10 0
1 10 100 1000 1 10 100 1000
Ic (mA) le (mA)
Figl hrevs.lc Fig 2 Vcegay VS. Ic
1200 1200
Io/lg=10 Ve = 10V
1000 1000
~ 800
>
E
£ 600
>E% Ta=125°C
400
200 200
0 0
1 10 100 1000 0.1 1 10 100 1000
Ic (MA) Ie (MA)
Fig 3 VeE@ay vs. Ic Fig4 Veeon) Vs. Ic
0.6 200
0.5
150
0.4
< s
2~ 03 E 100
o
[a N
0.2 [
50
0.1
lg=1mA Ig=2mA —Ig=3mA Iz=4mA  I53=5mA
0 0
0 1 2 3 4 5 0 25 50 75 100 125 150
Vee (V) Ta(® ©)
Fig5 lIcvs. Vce Fig6 Ppvs. Ta

STMO0352A: October 2023 [2.1]

Wwww.gmesemi.com



http://www.gmesemi.com/

WIER NPN Small Signal Surface Mount Transistor

Galaxy
Microelectronics T M M B T2222A M
50
45
40
35 Cibo
30
L
% 25
O
20
15
0 Cobo
5 \
0
0.1 1 10 100
Vg (VD

Fig7 Cyvs. Vr

STMO0352A: October 2023 [2.1] www.gmesemi.com 4



http://www.gmesemi.com/

®
ZE%IE_H%JEE NPN Small Signal Surface Mount Transistor
alaxy

Microeléctronics TMMBT2222AM
Package Outline Dimensions (unit: mm)

D ¢<J

LHI* SOT-723
f i Dimension Min. Max.
« o 1.10 1.30
B 0.70 0.90
u u e m C 0.40 0.54
R AT T - D 0.22 0.42
a E 010 | 0.30
F 0.12 0.32
/ \o G 0.70 0.90
1 G [ 11 J 0.08 0.15
L ‘ K 1.10 1.30

Mounting PAD Layout (unit: mm)
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Important Notice

Changzhou Galaxy Century Microelectronics (GME) reserves the right to make changes without further
notice to any product information (copyrighted) herein to make corrections, modifications,
improvements, or other changes. GME does not assume any liability arising out of the application or
use of any product described herein; neither does it convey any license under its patent rights, nor the
rights of others.
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